
Disclaimer: Manufacturers have the right to self-modify the parameters of the product updates, please keep in touch with manufacturers to obtain the latest information.
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Tubular plate design to enhance battery performance
Tubular plate design makes long battery life
Relatively rich electrolyte, high temperature and low
temperature performance is superior
Long cycle life, excellent deep cycle discharge ability
Excellent charge acceptance ability
Precision sealing technology
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Nominal Voltage

Nominal Capacity

Design life

Terminal  

Container Material  

Internal resistance 

Approx. Weight   

Max. Discharge Current               

Rated Capacity       

Self discharge                                          

Operating Temperature 

Charge Method
 (25 °C)

Charge current: Max. 500.0A Recom.250.0A；

Cycle charge:2.40-2.50V,recom.2.40V(-5mV/ °C)

Float Charge:2.23-2.27V,recom.2.25V(-3mV/ °C)          

Equalize charge:2.30-2.35V,recom.2.35V(-4mV/ °C)

2V

2500Ah

20 years

M8

     ABS

Full charged at 25°C:       0.32 mΩ

Approx 189kg (417lbs)

10000A(5S)

                10Hour Rate (250A to 1.80V) 2500Ah

1Hour Rate   1388Ah    1388A to 1.75V) 

 3Hour Rate      1890Ah (630A to 1.80V) 

                     3% of capacity declined per month at 25°C 

Constant Current Discharge Characteristics   Unit: A (25 77℃, ℉)

FV/Time 15min 30min 1h 2h 3h 5h 8h 10h 20h 
1.60V 2282 1823 1261 778 558 383 270 221 119
1.65V 2167 1740 1240 763 551 378 266 220 118
1.70V 2063 1625 1198 745 543 371 262 216 116
1.75V 1948 1521 1157 725 534 363 258 213 113
1.80V 1750 1396 1083 701 525 353 253 208 112
1.85V 1479 1240 1013 674 504 341 246 204 108

FV/Time 15min 30min 1h 2h 3h 5h 8h 10h 20h 
1.60V 4553 3615 2448 1532 1178 787 563 467 250
1.65V 4333 3438 2323 1511 1146 775 553 447 245
1.70V 4146 3292 2261 1479 1115 758 542 446 238
1.75V 3928 3146 2178 1438 1083 738 529 438 233
1.80V 3729 3032 2188 1396 1053 717 516 426 228
1.85V 3417 2865 2000 1323 1001 683 496 413 221

Dimension: (L)× (W) × (H) Unit: mm487 212 770 ×802(TH)  
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Charge : (-4~ 122°F)℃

Storage: (-4~ 122°F)℃

                        Discharge:                ℃(-4~ 122°F)-20~50

-20~50

-20~50

Constant Power Discharge Characteristics   Unit: W/cell (25 77℃, ℉)
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