
Dimension: (L)× (W) × (H) Unit: mm145 206 473 ×505(TH)  
206 145

47
3
50
5

Constant Current Discharge Characteristics   Unit: A (25 77℃, ℉)

Constant Power Discharge Characteristics   Unit: W/cell (25 77℃, ℉)

FV/Time 15min 30min 1h 2h 3h 5h 8h 10h 20h
1.60V 460 368 254 157 113 77.3 54.4 44.5 23.9
1.65V 437 351 250 154 111 76.2 53.6 44.3 23.7
1.70V 416 328 242 150 109 74.8 52.7 43.5 23.3
1.75V 393 307 233 146 108 73.1 52.1 42.8 22.9
1.80V 353 281 218 141 106 71.2 51.0 42.0 22.5
1.85V 298 250 204 136 102 68.7 49.6 41.2 21.8

FV/Time 15min 30min 1h 2h 3h 5h 8h 10h 20h
1.60V 918 729 494 309 237 159 113 94.1 50.4
1.65V 874 693 468 305 231 156 112 90.1 49.4
1.70V 836 664 456 298 225 153 109 89.9 48.1
1.75V 792 634 439 290 218 149 107 88.2 47.0
1.80V 752 611 441 281 212 144 104 85.9 46.0
1.85V 689 578 403 267 202 138 100 83.4 44.5

Disclaimer: Manufacturers have the right to self-modify the parameters of the product updates, please keep in touch with manufacturers to obtain the latest information.
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Tubular plate design to enhance battery performance
Tubular plate design makes long battery life
Relatively rich electrolyte, high temperature and low
temperature performance is superior
Long cycle life, excellent deep cycle discharge ability
Excellent charge acceptance ability
Precision sealing technology
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Nominal Voltage

Nominal Capacity

Design life

Terminal  

Container Material  

Internal resistance 

Approx. Weight   

Max. Discharge Current               

Rated Capacity       

Self discharge                                          

Operating Temperature 

Charge Method
 (25 °C)

Charge current:Max. 84.0A Recom.42.0A；

Cycle charge:2.40-2.50V,recom.2.40V(-5mV/ °C)

Float Charge:2.23-2.27V,recom.2.25V(-3mV/ °C)          

Equalize charge:2.30-2.35V,recom.2.35V(-4mV/ °C)

2V

420Ah

20 years

M8

     ABS

Full charged at 25°C:       0.55 mΩ

Approx 33.5kg (73.9lbs)

2000A(5S)

                10Hour Rate (42.0A to 1.80V) 420Ah

1Hour Rate   233Ah    (233A to 1.75V) 

 3Hour Rate      318Ah (106A to 1.80V) 

                     3% of capacity declined per month at 25°C 

Charge : (-4~ 122°F)℃

Storage: (-4~ 122°F)℃

                        Discharge:                ℃(-4~ 122°F)-20~50

-20~50

-20~50
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