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OPzV SERIES
OPzV2-490

s? ' » Solar / wind energy and other new energy
| storage
Nz > Power systems
° » Telecommunications system
» UPS/EPS

> Auto control system
» Other general purpose

Specification

General Features Nominal Voltage oV

. Nominal Capacit 500Ah
> Tubular plate design to enhance battery performance pactty
. . Design life 20 years
» Tubular plate design makes long battery life :
> Relatively rich electrolyte, high temperature and low Terminal M8
. . Approx. Weight . .
temperature performance is superior pprox. Telght. Approx 38.1kg (84.0lbs)
> Long cycle life, excellent deep cycle discharge ability Container Material ABS
» Excellent charge acceptance ability LA 10Hour Rate  (49.0Ato 1.80V)
- ; i 123Ato 1.80V
> Precision seallng technology Rated Capacity 369Ah 3Hour Rate ( o )
, 2N ) 1Hour Rate  (272Ato 1.75V)
T t Internal resistance Full charged at 25°C: 0.50mQ
5 ISO) & 1s0®
9oL a@ooﬁs) RoHS Max. Discharge Current 2500A(5S)

Discharge: -20~507C(-4~122°F)

M cam
N c € F@ 0 Operating Temperature Charge: -20 ~50°C(-4~ 122°F)

Storage: -20 ~50°C(-4~ 122°F)

Dimension: 166(L)x206(W) x473(H)x505(TH) Unit: mm Charge current: Max. 98.0A ; Recom.49.0A
206 166
ch T \ Charge Method Float Charge:2.23-2.27V,recom.2.25V(-3mV/ °C)
/B (25°C) .
g’ Equalize charge:2.30-2.35V,recom.2.35V(-4mV/ °C)
= :é @% mj] Cycle charge:2.40-2.50V,recom.2.40V(-5mV/ °C)
fermmalbimensions Self discharge 3% of capacity declined per month at 25°C
FV/Time 15min 30min 1h 2h 3h 5h 8h 10h 20h
1.60V 537 429 297 183 131 90.2 63.5 51.9 27.9
1.65V 510 410 292 179 129 89.0 62.5 51.7 27.7
1.70V 485 382 282 175 127 87.2 61.5 50.8 27.2
1.75V 459 358 272 171 125 85.3 60.8 50.0 26.8
1.80V 412 328 255 165 123 83.1 59.6 49.0 26.3
1.85V 348 292 238 159 119 80.2 57.8 48.0 25.5
FV/Time 15min 30min 1h 2h 3h 5h 8h 10h 20h
1.60V 1071 851 576 361 277 185 132 110 58.8
1.65V 1019 809 547 356 270 182 130 105 57.6
1.70V 975 774 532 348 263 178 127 105 56.2
1.75V 924 740 513 338 255 173 124 103 54.9
1.80V 877 713 515 328 248 169 122 100 53.7
1.85V 804 674 470 312 235 161 117 97.3 51.9

Disclaimer: Manufacturers have the right to self-modify the parameters of the product updates, please keep in touch with manufacturers to obtain the latest information.
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Discharge characteristic Charging characteristic
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