
Dimension: (L)× (W) × (H) Unit: mm145 206 646 ×678(TH)  
206 145
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Constant Current Discharge Characteristics   Unit: A (25 77℃, ℉)

FV/Time 15min 30min 1h 2h 3h 5h 8h 10h 20h
1.60V 657 525 363 224 161 110 77.7 63.6 34.2
1.65V 624 501 357 220 159 109 76.5 63.3 33.9
1.70V 594 468 345 215 156 107 75.3 62.1 33.3
1.75V 561 438 333 209 154 104 74.4 61.2 32.7
1.80V 504 402 312 202 151 102 72.9 60.0 32.1
1.85V 426 357 292 194 145 98.1 70.8 58.8 31.2

FV/Time 15min 30min 1h 2h 3h 5h 8h 10h 20h
1.60V 1311 1041 705 441 339 227 162 134 72.0
1.65V 1248 990 669 435 330 223 159 129 70.5
1.70V 1194 948 651 426 321 218 156 128 68.7
1.75V 1131 906 627 414 312 213 152 126 67.2
1.80V 1074 873 630 402 303 206 149 123 65.7
1.85V 984 825 576 381 288 197 143 119 63.6

Disclaimer: Manufacturers have the right to self-modify the parameters of the product updates, please keep in touch with manufacturers to obtain the latest information.
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Tubular plate design to enhance battery performance
Tubular plate design makes long battery life
Relatively rich electrolyte, high temperature and low
temperature performance is superior
Long cycle life, excellent deep cycle discharge ability
Excellent charge acceptance ability
Precision sealing technology
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Nominal Voltage

Nominal Capacity

Design life

Terminal  

Container Material  

Internal resistance 

Approx. Weight   

Max. Discharge Current               

Rated Capacity       

Self discharge                                          

Operating Temperature 

Charge Method
 (25 °C)

Charge current:Max. 120.0A Recom.60.0A；

Cycle charge:2.40-2.50V,recom.2.40V(-5mV/ °C)

Float Charge:2.23-2.27V,recom.2.25V(-3mV/ °C)          

Equalize charge:2.30-2.35V,recom.2.35V(-4mV/ °C)

2V

600Ah

20 years

M8

     ABS

Full charged at 25°C:       0.42 mΩ

Approx 47.0kg (104lbs)

3000A(5S)

                10Hour Rate (60.0A to 1.80V) 600Ah

1Hour Rate   333Ah    (333A to 1.75V) 

 3Hour Rate      453Ah (157A to 1.80V) 

                     3% of capacity declined per month at 25°C 

Charge : (-4~ 122°F)℃

Storage: (-4~ 122°F)℃

                        Discharge:                ℃(-4~ 122°F)-20~50

-20~50

-20~50

Constant Power Discharge Characteristics   Unit: W/cell (25 77℃, ℉)
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