FRANCE

OPzS SERIES
OPz52-250

» Solar / wind energy and other new energy
storage
> Power systems
» Telecommunications system
» UPS/EPS
> Auto control system
» Other general purpose
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> Tubular plate design to enhance battery performance ~ Nominal Capacity 250Ah
> Tubular plate design makes long battery life Design life 20 years
> Relatively rich electrolyte, high temperature and low Terminal M8
temperature performance is superior Approx. Weight Approx 20.5kg (45.2Ibs) Dry cell 15.1Kg
» Long cycle life, excellent deep cycle discharge ability Container Material ABS
> Excellent charge acceptance ability ZAU20  10Hour Rate (25.0Ato 1.80V)
» Precision sealing technology Rated Capacity 3Hour Rate (63.0Ato 1.80V)
1Hour Rate  (140Ato 1.75V)
Internal resistance Full charged at 25°C: 0.70m¢Q
Max. Discharge Current 3000A(5S)
Discharge: -20~507C(-4~ 122°F)
Operating Temperature Charge: -20 ~50°C(-4~ 122°F)
Storage: -20 ~50°C(-4~ 122°F)
Dimension: 206 (L)x124(W) %355 (H)x410 (TH) Unit: mm Charge current: Max.50A ; Recom.25A
206 124
=R =+ &E Charge Method Float Charge:2.23-2.27V,recom.2.25V(-3mV/ °C)
9 (25°C) )
Equalize charge:2.30-2.35V,recom.2.35V(-4mV/ °C)
M| Df]j] Cycle charge:2.40-2.50V,recom.2.40V(-5mV/ °C)
fermnabmensions Selfdischarge 3% of capacity declined per month at 25°C
F.V/Time 15M 30M 1h 2h 3h 5h 8h 10h 20h
1.60V 316 221 151 94.4 68.3 46.9 33.6 28.1 16.4
1.65V 305 214 148 92.6 67.1 46.4 33.2 27.8 16.1
1.70V 287 205 144 87.9 66.1 45.6 33.1 27.6 16.0
1.75V 272 197 140 88.2 64.5 451 32.2 27.3 15.7
1.80V 239 180 133 84.8 63.0 43.8 31.5 26.4 15.5
1.85V 202 152 123 80.3 61.1 42.5 30.7 26.1 15.0
F.V/Time 15M 30M 1h 2h 3h 5h 8h 10h 20h
1.60V 631 448 343 189 143 97.0 70.3 59.6 31.0
1.65V 601 424 319 188 146 96.3 70.0 59.0 30.7
1.70V 572 405 299 185 141 95.0 69.0 58.2 30.5
1.75V 543 388 281 180 137 91.6 67.8 57.1 30.1
1.80V 509 373 265 174 134 87.4 64.6 54.3 30.0
1.85V 476 358 261 167 127 85.0 63.0 52.0 29.2

Disclaimer: Manufacturers have the right to self-modify the parameters of the product updates, please keep in touch with manufacturers to obtain the latest information.

MARQUE FRANCAISE |



FRANCE

OPzS SERIES

Q'%; ULTIMATRON
(o)

OPzS$S2-250

Discharge characteristic Charging characteristic
< 200 % ?0/8) (EE) (§/;2 Constant charge at 0.1CA-2.35V(25°C)
\(]-)/ 1. 90 1201 2.40 Charge voltage
[e)) —— -
© T \\ S —TTT——==
% 1.80 \ \\ \ —\ 0.9C 0.1C 0.05C 100 — 2.30— K f-- Charge capacity
S 170 0.6C0.4C R
) 80—0.100— 2.20 7 7
o 160 3¢ IC <
© 1.50 60—0.075— 2.10— 1
< ! \ —— 100% DOD
8 1.40 40—0. 050 2.00}— ' T non
a 130 ! .
1.20 20—0.025 1.90-"— N
I 2 46810 20 4060 2 4 6810 20 j el Charge current
| min_ e hour e 4 8 2 16 20 24
Discharge time Time(hour)
The effect of temperature on capacity The effect of discharge depth on cycle life
120 5500
5000
100
~ ] B 4500 AN
S 80 Q. 4000
> o
= w3500
S 60 o
g s 3000
e}
S 40 S 2500
" 3 2000 —— T
1500
0 1000
20 10 0 10 20 30 40 50 20 30 40 50 60 70 80 90 100
Ambient temperature(°C) Capacity(%)
Curves of self-discharge Curves of open circuit voltage vs. capacity
100 § _2.30
—— 3
20 ~— o 2.20
9 \ e < 510 — |
3 80 . L2
>
S 70 we | Z 2.00 ——
g \ 520 =
0C 30q E
3 o0 = 1.90
50 S 1.80
(o}
40 o 1.70
0 3 6 9 12 15 18 0 20 40 60 80 100
Storage time(months) Remaining capacity(% )

ULTIMATRON FRANCE
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